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VMES 4.0 merupakan solusi edukasi mekatronika yang dapat menjembatani
kebutuhan dunia industri dengan dunia pendidikan vokasi. Mengadaptasi
teknologi terkini yang di terapkan pada kondisi industri di lapangan, VMES
4.0 memberikan modul pelatihan mekatronika dari tingkat dasar hingga
mahir.

Dengan melakukan pelatihan dan pembelajaran mekatronika VMES 4.0,
peserta didik dapat memahami penerapan teknologi dan aplikasinya pada
dunia industri yang sebenarnya untuk memperkaya literasi sumber daya
manusia Indonesia terhadap Revolusi Industri 4.0

Industrial 3-Axis Robot Trainer
Model : MES-ROBOT-0205

Specifications :

¢ This 3-Axis Robot Trainer have high-speed, high-
precisionCartesian Robot designed in 3-Axis Configuration

¢ This 3-Axis Robot Trainer can be used for dispensing,soldering,
inspection, Automatic screw fastening and pick /place
operations depends with the tooling/end effector ofthe robot

e These systems are configured & designed as 3-Axis
TableCartesian

¢ Each Axis of the robot is engineered as such so the wiringsignal,
enclosure and parts didn't get entangled or collided

¢ The Three Axis robot are capable of simultaneous motion
toperform advanced and difficult Multi-Axis Motions

e This Trainer provide smooth and continuous motion

¢ The System are complimented with Stack Magazine feederand
Palletizing Tray to Simulate the actual condition inIlndustry

e This System can be integrated with other mechatronicssystem
trainer, which makes this system is configurable andflexible

o Electrical wirings are designed and wired with
IndustrialStandard (i.e. Labeling, wiring coloring code, and
connector)

e System Enclosure are assembled with Industrial Standard
Aluminium frame and makes it robust and Solid.

System Specifications :
e Operating Range Distance : X arm (axis 1) /£300mm, Y arm(Axis
2)/+ 300mm, Z axis (axis 3) /300mm
¢ Max PaylLoad Vertical/Horizontal: 2KG / 10KG
e Max Pressing Force : 90N
e Maximum Speed X /Y / Z:300mm/sec
e Resolution(Pulse/Rotation) : 20480
e External Interface : Built in Cables Control
e Power Supply 240V : 200-240V
e Working Temperature : in range -25°C - 55°C

"WE BRING INDUSTRY TO YOURSCHOOL"

e +(62) 812 1894 0661 (an. Nabilla) i@ nabilla@pt-vortex.com @) pt-vortex.com (O) vmes4.0

VYMES U.0 -




Industrial 3-Axis Robot Trainer ..s.'m' g..] <’> P3ON

Relative Humidity : max 95% at constant temperature
Included with Industrial PC for Display & Monitoring
Included with Automation System & Control Panel

1 Unit Automated Stack Magazine System

1 Unit of Palletizing tray for palletizing program

1 Unit of HMI Touch screen interactive design.

Dimension:
Lx W x H (1500 x 1500 x 1600)

Layanan Purna Jual dan Jasa:
¢ Common Accessories
Materials for Installation
Guide book
User Manual
Training of Trainer Session (TOT)
Installation, Commissioning, etc.
Warranty 2 tahun
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